Adhered StTone Veneer on steel stud & Thick

Nnsulation — Plan

Drystack Adhered thin stone Veneer Max unit dimensions 10 x 20 x 2

- Min. 6.4 mm THK. Modified Dry-Set Cement Mortar (ANSI-A118.4 or Al18135 Compliant) Bedding mortar

- Min. 16 mm Exteior Groade Cement board (permaobase or equivalent) c/w manf. recommended
fasteners and spacing

= 10 mm Drain mat (Keane dri-wall, MTI or equivalent

- 102 mm (4”) MAX Insulation fastened with #16 sheet metal screws @ 152 mm (6“) o.c
- Self-adhered air/vapour barrier membrane

- 16 mm exterior grade sheathing

- 132 mm 16 ga. steel studs ot 16" o.c

= 13 mm Interior Gypsum




Acdhered STtone Veneer [In Steel Stud &
thick insulation — section

- Drystack Adhered thin stone Veneer Mox unit dimensions 10 x 20’ x 2”
- Min, 6.4 mm THK. Modified Dry-Set Cement Mortor (ANSI-A118.4 or Al1815 Compliant> Bedding mortar

- Min, 16 mm Extelor Grade Cement board (permabase or equivalent) c/w manf., recommended
fasteners ond spacing

— 10 mm Drain mat (Keane Dri-wall, MTI or equivalent)

- 102 mm (4> MAX Insulation fastened with #16 sheet metal screws @ 152 mm (6°) o.c.
- Self-adhered air/vapour barrier membrane

- 16 mm exterior grade sheathing

- 152 mm 16 ga. steel studs at 16" o.c

- 13 mm Interior Gypsum




Acdhered Stone Veneer on steel stud & Thick
iNnsulotion — Foundation

- Drystack Adhered thin stone Veneer Max unit dimensions 10 x 20 x 2*

- Min, 6.4 mm THK. Modified Dry-Set Cement Mortar (ANSI-A1184 or Al1815 Compliant> Bedding mortar

- Min, 16 mm Exteior Grade Cement board (permabase or equivalent> c/w manf. recommended
fasteners and spacing

= 10 mm Draln mat (Keane Dri-wall, MTI or equivalent)

- 102 mm (4’> MAX Insulation fastened with #16 sheet metal screws @ 152 mm (6“) o.c.
- Self-adhered air/vapour barrier membrone

- 16 mm exterlor grade sheathing

- 152 mm 16 ga. steel studs ot 16 o.c.

= 13 mm Interior Gypsum
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NRL76X76X3.8 (L3"%x3"x4") angle on kinfe plates

Thru wall flashing weep holes




Acdhred Stone Veneer [In Steel Stud & thick
Nnsulation — floor level

- Drystock Adhered thin stone Veneer Mox unit dimensions 10 x 20 x 27

- Min. 64 mm THK. Modified Dry-Set Cement Mortar (ANSI-A118.4 or Al1815 Compliant) Bedding mortar

- Min. 16 mm Exteior Grade Cement boord (permabase or equivalent) c/w manf. recommended
fasteners and spacing

— 10 mm Drain mat (Keane dri-wall, MTI or equivalent>

- 102 mm 4”> MAX Insulation fastened with #16 sheet metal screws € 152 mm (6”) o.c.

— Self-adhered air/vapour barrier membrane

- 16 mm exterlor grade sheathing
- 152 mm 16 ga. steel studs at 16’ o.c

= 13 mm Interior Gypsum

L76x76x3.2 (L3'x3"x$"> angle on kinfe plates

Thru wall flashing weep holes




Adhered Stone Veneer on steel

stud & Thick |
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Drystack Adhered thin stone Veneer Mox unit dimensions 10 x 20 x 2
Min, 6.4 mm THK. Modifled Dry-Set Cement Mortar (ANSI-A118.4 or Al1815 Compliant)> Bedding mortar

Min, 16 mm Exteior Grade Cement board (permoboase or equivalent) c/w manf. recommended
fasteners and spoacing

10 mm Draln mat (Keane dri-wall, MTI or equivalent)

102 mm (47> MAX Insulation fastened with #16 sheet metal screws @ 152 mm (6”) o.c.
Self-adhered air/vapour barrier membrane

16 mm exterior grade sheathing

152 mm 16 go. steel studs at 16” o.c.

13 mm Interlor Gypsum




